
MicroMax® NS  Retail Vending Convenience Pack

Vending Pack Product Description
Lakeland is please to offer select styles of our MicroMax® NS coveralls in a convenient, 
vacuum-sealed package. Each pack contains a single coverall, ideally sized for most vending 
applications, retail or showroom display, and conveniently sized to be a part of any specialty use 
or preparedness kit.

MicroMax® NS – Microporous protection from dirt, grease, grime 
and light chemical splash!
This line of general purpose protective clothing can be used in work environments where 
hazardous or non-hazardous contaminants may be present. Very economical and lightweight, 
MicroMax® NS features high MVTR and is breathable for worker comfort. MicroMax® NS is strong, 
wet or dry, perfect for work environments where dirt, grime, splashes and spills are present.

Technical Data
Package Size: Approximately 4.5” wide x 6.6” high x 2” deep
Available Sizes: SM – 5X
Packaging: 50 individual packs per case
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Coverall 
CTL412V
MicroMax® NS Coverall, zipper 
closure.
Sizes: S – 5X
Case Pack: 50

Coverall 
CTL414V
MicroMax® NS Coverall, zipper 
closure, attached hood, boots, 
elastic wrists.  
Sizes: S – 5X
Case Pack: 50

Coverall 
CTL417V
MicroMax® NS Coverall, zipper 
closure, elastic wrists and 
ankles.
Sizes: S – 5X
Case Pack: 50

Coverall 
CTL428V
MicroMax® NS Coverall, zipper 
closure, attached hood, elastic 
wrists and ankles.
Sizes: S – 5X
Case Pack: 50

MicroMax® NS Physical Properties

Physical Property Test Method Units Test Results

Basis Weight ASTM D3776 oz/y2 1.55 oz/y2

Grab Tensile MD ASTM D5034 lbs. 22.0 lbs.

Grab Tensile XD ASTM D5034 lbs. 14.0 lbs.

Trapezoidal Tear MD ASTM D1117 lbs. 9.0 lbs.

Trapezoidal Tear CD ASTM D1117 lbs. 5.8 lbs.

Ball Burst ASTM D3787 lbs. 19.0 lbs.

Air Permeability ASTM D737 cfm <0.562 cfm/ft2

Surface Resistivity EN1149-5:2006 Ω Pass

MicroMax® NS ASTM F903 Penetration Data

Chemical Tested Concentration % Test Time – 
Minutes

Test 
Results

Diazinon 100% 60 Pass

Motor Oil-40 wt. 100% 60 Pass

Bleach-household 100% 60 Pass

Isocyanate Based Paint 100% 60 Pass

Sodium Hydroxide 50% 60 Pass

Sodium Hyperchlorite 10% 60 Pass

Blood Challenge Fluid Liter – 
3.20 x 108 (PFU/mL)

Assay Results PFU/
mL <1

Pass

Dry Particulate Light Liquid SplashSerged Seams


